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SAFETY SWITCH WITH 2 §8 XLP-USE 600V CABLE )
\ SUPPORT STRUCTURE IN 1" SCHED 40 PVC CRO003 \_
PER FA AC 150/5340~30B DESIGN AND INSTALLATION DETALS FOR AIRPORT VISUAL AIDS, A SAFETY GROUND MUST BE " " S @
INSTALLED AT EACH LIGHT FIXTURE. A SAFETY GROUND SHALL BE INSTALLED AT EACH STAKE MOUNTED LIGHT AND EACH S et NN N
TRANSFORMER BASE/LIGHT CAN ASSOCIATED WITH RUNWAY LIGHTS, TAXIWAY LIGHTS, AND LIGHTED TAX| GUIDANCE SIGNS. THE : 3 #8 XLP--USE 600V CABLE | ™S EXISTING VASI EXISTING VASI
SAFETY GROUND SHALL BE A #6 AWG BARE COPPER CONDUCTOR CONNECCTED TO THE GROUND LUG ON THE RESPECTVE IN 1" SCHED 40 PVC %’3‘323@“&@}0 o / POWER CABLES
{867 TRANSFORMER BASE'{UGHT CAN OR MOUNTING STAKE AND A ¥—INCH DIAMETER BY 8~FOOT LONG (MINIMUM) UL LISTED ) } EXISTNG CABLES B ot
COPPER CLAD GROUND ROD. SEE ELECTRICAL DETAIL SHEETS FOR ADDITIONAL INFORMATION ON THIS REQUIREMENT. 40: RELOCATED REIL | - z
MASTER UNIT o}
| ]
- : o | _l—3 48 XLP-USE 600V CABLE | EXISTING REIL >
THE LOCATION, SIZE AND TYPE OF MATERIAL OF EXISTING UNDERGROUND UTILTIES INDICATED ON THE PLANS IS NOT ) ; /ﬁ/ﬁ & CONTROL CABLES IN 2 o / POWER CABLES . x
REPRESENTED AS BEING ACCURATE, SUFFICIENT OR COMPLETE. [T SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO DETERMINE = | &% SCHED 40 FVC e e e e e e R e e
THE ACTUAL LOCATION OF ALL SUCH FACILITIES, INCLUDING SERVICE CONNECTIONS TO UNDERGROUND UTILITIES. PRIOR TO { Ol — — = — M o o e e o e —
CONSTRUCTION, THE CONTRACTOR SHALL NOTIFY THE UTILITY COMPANIES OF HIS OPERATIONAL PLANS AND SHALL OBTAN FROM ! o
THE RESPECTVE UTILITY COMPANIES DETALED INFORMATION AND ASSISTANCE RELATIVE TO THE LOCATION OF THEIR FACILIIES : % \ "
AND THE WORKING SCHEDULE OF THE COMPANIES FOR REMOVAL OR ADJUSTMENT WHERE REQUIRED. N THE EVENT AN | Loy <
UNEXPECTED UTILTY INTERFERENCE IS ENCOUNTERED DURING CONSTRUCTION, THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE ! [ o
UTILITY COMPANY OF JURISDICTION. THE ENGINEER SHALL ALSO BE IMMEDIATELY NOTIFIED. ANY SUCH MAINS AND SERVICES : M
SHALL BE RESTORED TO SERVICE AT ONCE AND PAID FOR BY THE CONTRACTOR AT NO ADDITIONAL COST TO THE CONTRACT. | | (1rkoo - 19400 000 o -
. — + — F s -+ — + — + —_— [aas T
CALL JULIE. FOR UTILITY INFORMATION AT 1-B800-892-0123. CONTACT AIRPORT l L L 3
PERSONNEL FOR ASSISTANCE IN LOCATING AIRPORT CABLES. ‘ | ¥ RUNWAY 18-36 - 5
9 ng
. ! | R (o ~
NOTES; e s 7
! -2
ALL TAXIWAY LGHTS ARE TO BE LOCATED 10 FROM THE PAVEMENT EDGE, AND THE NEAR EDGE OF THE TAXWAY SIGNS WILL BE ; 1 % oy o o 3
LOCATED 15" FROM THE EDGE OF PAVEMENT, 3 | : 'g‘pr ''''''''''''''''''''''''''''''''' gy T T o T T T T T o e T < cz) a
d : . o
REFER T0 THE LIGHTING STANDARD SHEET AND SPECIFICATION FOR DETALLS FOR THE STAKE AND BASE LIGHTS AND TAXIWAY SIGNS. o STA 045980 | ! s =3 =
H | i —
LGHTING CABLE WILL BE 1/C No. 8, 5 KV. TYPE C UNDERGROUND CABLE IN UNIT DUCT. CABLE BENDS WILL BE 3'~0" OR GREATER. i 1 | s % =
1 | ~
LIGHTING CABLE SHALL BE BURIED AT A MINIMUM DEPTH OF 18 INCHES AND 12 FEET FROM THE PAVEMENT EDGE. THE SPACING OF STA. 0+8800 ! x et 2
WULT! CABLES IN THE SAME TRENCH SHALL BE SEPARATED BY 3 INCHES, CABLE TO CABLE. FOR ELECTRICAL TRENCH DETALS REFER ! r y = =
70 70 THE ELECTRICAL DETAIL SHEET. ; | L EXISTING CABLE TO BE REMOVED OR ABANDONDED = =
: - 23]
ALL PROPOSED LIGHTS AND SIGNS WiLL BE TAGGED IN ACCORDANCE WITH LIGHT NUMBER SHOWN ON THE PLANS. ______L R i gu_ggegonrtcéw* ! et < v
M - o >
IN AREAS WHERE THERE IS A CONGESTION OF EXISTING CABLES, THE PROPOSED CABLES WILL BE HAND-DUG IN PLACE. AT ALL | l (#1 LF) ! i <
OTHER LOCATIONS, THE CABLE MAY BE TRENCHED OR PLOWED INTO PLACE. il | \ - 3
! i - an
THE REMOVED LIGHT FIXTURES AND ISOLATION TRANSFORMERS WILL BE TURNED OVER TO THE AIRPORT MANAGER. Eirr THE MANAGER | |2 { Lo i . 4
DOES NOT WANT THE SALVAGED MATERIL, THEN THE CONTRACTOR WILL DISPOSE OF THE MATERIALS. THE CONCRETE BASES AND L ST PROPOSED ELE SSUEDULE FOR TAXI GUIDANGE SIGN PANEL DATA
METAL STAKES WILL BE DISPOSED OF OFF THE ARPORT SITE BY THE CONTRACTOR. | | LSEATIONS. Pr?ogonglTC:cL lDEN%%ICAﬂggt? PRopgsUE'g U%EHSIEOCAHON%. AND gLECTR!CAL 81815
M : EQUIPMENT LOCATIONS. e
ALL PROPOSED TAXIWAY LIGHTS WILL BE TYPE L-861-7, WITH 30 WATT INCANDESCENT LAMP. STA 147250 lr«\ a, 2128
: ——-|a
ALL OF THE ABOVE LIGHTS WILL BE MANUFACTURED IN ACCORDANCE TO FAA SPECIFICATION AC NO. 150/5345-468, LATEST EDTION. ! Z N
=
A ) £
THE CONCRETE USED IN THE CONSTRUCTION OF THESE TEMS SHALL BE IN ACCORDANCE WITH ITEM 610. STA 240000 A ‘g g S sz
PRIOR TO INSTALUNG THE PROPOSED TAXIWAY LIGHTS, THE CONTRACTOR WILL APPLY AN OXIDE-INHIBITING, ANTI-SEIZING COMPOUND 8 { B . b o = S
70 ALL SCREWS, NUTS, BREAKABLE COUPLING, AND ALL PLACES WHERE METAL COMES INTO CONTACT WITH METAL. THE ANTI-SEIZE JoP b e S —2 1 43s
COMPOUND WILL BE AS MANUFACTURED BT LT.T. BRAND NAME "CONTAX™ OR APPROVED EQUAL. STA. 22000 P T &~ . 5| %
ALL BASE PLATE MOUNTING BOLTS AND STAKE MOUNTING BOLTS SHALL BE STAINLESS STEEL. e i g 283 % g @
. J_” o o400 R ; S . a5300 g
THE CONTRACTOR WILL LOCATE AL BURIED CABLES PRIOR TO THE PLACEMENT OF NEW CABLES. IN AREAS OF MULTIPLE CABLES, THE i oy T SN b R o e B g
PROPOSED CABLES SHALL BE PLACED BY HAND DIGGING. Vool i e et e ST TAXIWAY A , SN IR B 4
g pd v. - v .
THE EXISTING TAX GUIDANCE SIGNS (TO BE RELOCATED) WILL BE REMOVED, STORED, AND PREPARED FOR RELOCATION BY ADDING W S «~ L ~ 5 Q E
ANGTHER, SIGN MODULE TO THE EXISTING SIGN AND CHANGING THE SIGN LEGENDS TO READ AS SHOWN ON SHEET 22. THE EXSTNG  T==—==— . S IR T B —_ 72} §,§
SIGN BASES WILL BE REMOVED AND DISPOSED OF OFF THE ARPORT SITE. NEW SIN BASES WILL BE CONSTRUCTED IN ACCORDANCE g & < Z : FER
WiTH THE DETALS SHOWN ON THE ELECTRICAL STANDARD SHEET. THE STORED SIGNS WILL BE INSTALLED ON THE NEW BASES. ANY El < 23i%
DAMAGE 0 THE SIGNS WILL BE REPARED OR REPLACED AT THE CONTRACTOR'S OWN EXPENSE. PAYMENT WILL BE MADE UNDER ITEM 8 & o 2 9 2538
AR125064, RELOGATE TAXI GUIDANCE SIGN. g 5 % - fa%
)| ~ "ng'
THE TWO EXSTING ONE MODULE TAXI GUIDANCE SIGNS LOCATED ON TAXIWAY “A1” WILL BE REMOVED AND TURNED OVER TO THE - " = F—@ﬂ’——"' & %g%g
ARPORT MANAGER, IF THE AIRPORT MANAGER DOESN'T WANT THEM, THEN THE CONTRACTOR WILL DISPOSE OF THEM OFF THE ARPORT P g s 275
STE. THE EXISTING CONCRETE BASES WILL BE REMOVED AND DISPOSED OF OFF THE ARPORT SITE. IF THE EXISTING SIGN LOCATION @ o 45 30 50 ]
WILL NOT BE USED BY A PROPOSED TAXI GUIDANCE SIGN, THEN THE CONTRACTOR WILL CONNECT THE EXISTING CABLES BACK — —
TOGETHER, BURY THEM, PLACE DIRT IN THE HOLE LEFT FROM THE REMOVAL OF THE SIGN BASE, SEED AND MULCH THE DISTURBED | FGEND FULLSIE SCAE T2 30
AREA. ALL THIS WORK WILL BE CONSIDERED AS AN INCIDENTAL TEM TO THE REMOVAL TO THE TAXI GUIDANCE SIGN AND NO HALF SIZE SCALE: "z &
ADDITIONAL COMPENSATION WILL BE ALLOWED. PAYMENT WILL BE MADE UNDER ITEM AR125004, REMOVE TAX| GUIDANCE SIGN.  [™™] pRopoSED PAVEMENT jsanmenn|  PROPOSED ELECTRICAL DUCT/DUCT EXTENSION - QUANTITES N | Z 3
THE LOCATION OF UNDERGROUND UTILITIES AS INDICATED ON THE PLANS HAS BEEN OBTAINED FROM EXISTING RECORDS. 71 ExisTNG PAVEMENT ® PROPOSED STAKE MOUNTED TAXWAY LIGHT AS BUILT <= z &
NETHER THE OWNER oncgas ﬁgozuezg ASSUMESS QNY RESPONESlBlUTY WHATSOEVSER IN RESPECT T0 THE ACCURACY OR EUSTING LGHTNG CABLES ® oROPOSED BASE NOUNTED TAXWAY LIGHT ITEM No. | DESCRIPTION UNIT | QuANTTY | o0y E 3 L 3%
SUFFICIENGY OF THE INFORMATION AND THERE IS NO GUARANTEE, EITHER EXPRESSED OR IMPLIED, THAT THE CONDITIONS R &
AR108158 | 1/C 418 5 KV UG CABLE IN UD LF. 5,276 TR
INDICATED ARE REPRESENTATIVES OF THOSE TO BE ENCOUNTERED IN THE CONSTRUCTION. EXISTING BASE MOUNTED RUNWAY LIGHT — PROPOSED TAXMAY GUIDANCE. SIGN Mg 2{ mﬁ S LE A E:_ =g SJ @
o U R4
m EXISTING STAKE MOUNTED RUNWAY LIGHT | PROPOSED SAFETY SWITCH w/ SUPPORT STRUCTURE AR125410 | MITL~STAKE MOUNTED EACH 25 g |g& 5
AR125415 | MITL-BASE_ MOUNTED EACH 6 G- |EG ¢
7| EXISTING ELECTRICAL SPLICE CAN > EXISTING RELL. (RELOCATED) R125443 | TAXI CUDANCE SIGN, 3 CHARACTER TACH A i é o
oo Exsewst o mm=ee ~ EXISTING UIGHTING CABLES (TO BE ABANDONED OR REMOVED) _AR125444 | TAXI GUIDANCE SIGN, 4 CHARACTER EACH 1 ﬁ @ Py
A Q X AR125001 | REMOVE STAKE MOUNTED LIGHT FACH 7 = =
[ EXISTING THRESHOLD UIGHTS e EXISTING R.ELL. (TO BE RELQCATED) AR125904 | REMOVE TAXI GUIDANCE SIGN EACH 2
e + e PROPOSED 1/C #8 5KV FAA L-B24 CABLE IN UD AR125964 | RELOCATE TAXI GUIDANCE SIGN EACH 2 o
AR125967 | RELOCATE REILS PAR 1
— .. —— PROPOSED 2/C #8 XLP-USE 800V CABLE IN UD - S y, 1 9

~— ... —— PROPOSED REIL POWER & CONTROL CABLES /K 19 of 55 shests J




